


Select from a wide range 
of models... all designed 
to solve your dust control
problems.  
With a wide range of sizes
available, it’s easy to 
match the collector size to
your application.

Custom WR
Customer collectors, 
available in the sizes 
shown on the chart, can 
be modified and 
manufactured to meet exacting
customer 
requirements (for hazardous serv-
ice, sanitary applications, height
limitations, etc.).

Standard WR
The standard line is 
designed with features 
required to meet most 
dust control applications.
These standardized 
components permit fast 
delivery, and lower cost.

WR Series
WRBS - WRB standard unit, bottom bag removal
WRBC - Standard unit modified for special requirements; bottom bag removal
WRTS - Top bag removal with lift-off roof doors
WRWS - Top bag removal with walk-in plenum

Ask your Flex-Kleen representative about the WR Series of welded dust 
collectors - let Flex-Kleen help you take the nuisance out of dust control in product
recovery and large bin areas.  For additional information, please call your local repre-
sentative or our sales manager at (630)875-0707.

Ordering Information - WR Series (WRBS Model)Series offers excellent filtration 
efficiency- for product recovery systems, large bin
venting applications and general nuisance dust
collection.

WR

Advantages
The WR Series of welded jet dust collectors offers: 
■ Easy installation

Depending on size, unit may be shipped completely assembled. Or,
welded sections are shop assembled for quick and easy field 
erection, low field labor costs.

■ Quick-mounting air headers
In most cases, compressed air headers are shipped pre-wired and 
pre-piped, ready to mount.

■ Low operating costs
■ Smart Timer™ reduces energy costs

Programable timer maintains low pressure drop, with minimum
compressed air consumption. Maintenance costs are reduced.
Supplied as a standard item to provide evaluation of collector
operation and optimize bag cleaning capacity and life.

■ Minimum maintenance
No internal moving parts. Interior maintenance is greatly reduced.
Collector shut-down time is minimized.

■ Quick bag replacement
Bag and cage are designed to attach easily, permitting quick, no
tools necessary bag replacement.

Features
■ Models available with bottom or (patented Trap10™)

top bag removal filters.
■ Durable construction of welded 12 gauge hot rolled

steel.
■ Flanged air inlet, outlet and flanged dust 

discharge.
■ 20” diameter top access port(s) to clean air

plenum.
■ Heavy gauge, NORYL™ venturis.
■ Heavy duty, smooth galvanized cages.
■ NEMA 4 (weathertight) electricals.
■ Corner saddle supports-through 96 bag size.
■ Six inch girth channel for continuous support - on

sizes larger than 96 bags.
■ Weatherproof walk-in clean air plenum (applies to

top bag removal only).
■ Smart Timer™
■ Door sills have built-in 45Þ slopes.

Options
■ Top bag removal with lift-off doors or walk-in plenum.
■ Bag cages epoxy coated, stainless steel, or specialty

metal
■ Wide range of interior coatings.
■ Electrical components rated for hazardous service.
■ Standard inlet baffle with target plate or specially

designed inlets available.
■ Full internal service grid.
■ Standard legs.
■ Standard exterior access platform.
■ Quick release bag clamp (bottom bag removal only).
■ High efficiency filter bags, in a variety of materials.
■ Multiple pyramid hoppers.
■ Wide variety of materials of construction.
■ Custom design available.
■ Differential pressure and air header gauges.
■ Heavy gauge, cast aluminum venturis.

Model No.
Top Bag Removable

Filter Area
(Sq. Ft.)

Comp Air
Req’d

(SCFM)
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The WR Series...
taking the nuisance out of dust control in large bins and product recovery systems.

quipment Specifications

WRBS - 64 Shown

Equipment Characteristics
WR collectors are designed and engineered for product recovery systems, general nuisance dust 

control and large bin venting applications.  They feature a low pressure design, with a rating 
of 17” W.G. as a standard requirement to a maximum of 120” W.G.  These welded units can have high capacity 

CFM, with high air-to-cloth ratios and excellent filtration efficiencies.  Units range from 
509 to 3,533 sq ft. of cloth in a large selection of sizes.  Unit width is 5’4” 

with 8 bags per row.  Length varies from 4’ to 16’.  Bags, cages, and headers 
are shipped separately to avoid damage in transit.

Equipment arrangements
WR units can be purchased in three basic arrangements, to satisfy specific user requirements.

I.  Clean air plenum and bag cleaning mechanism, flanged at tube sheet for mounting on customer’s equipment.
II.  Clean air plenum, bag cleaning mechanism and baghouse, flanged for mounting on user’s equipment.

III.  Clean air plenum, bag cleaning mechanism, baghouse, and hopper with dusty air 
inlet and flanged dust outlet.  Unit functions as complete dust collector.

(Access packages and structural supports optional.)

Capabilities
The WR Series is only one of the highly efficient lines of pollution control equipment 

manufactured by Flex-Kleen.  As specialists in the field of pollution control, Flex-Kleen 
has been helping to solve dust control problems for over 40 years.  Result?  Whatever 

Flex-Kleen dust collectors we supply - from simple bin vents to sophisticated baghouses - 
you can be sure they all work without frequent adjustment, attention or problems.  For at 

Flex-Kleen, we specialize in “taking the nuisance out of dust control.”



Select from a wide range 
of models... all designed 
to solve your dust control
problems.  
With a wide range of sizes
available, it’s easy to 
match the collector size to
your application.

Custom WR
Customer collectors, 
available in the sizes 
shown on the chart, can 
be modified and 
manufactured to meet 
exacting customer 
requirements (for hazardous
service, sanitary applications,
height limitations, etc.).

Standard WR
The standard line is 
designed with features 
required to meet most 
dust control applications.
These standardized 
components permit fast 
delivery, and lower cost.

WR Series
WRBS - WRB standard unit, bottom bag removal
WRBC - Standard unit modified for special requirements; bottom bag removal
WRTS - Top bag removal with lift-off roof doors
WRWS - Top bag removal with walk-in plenum

Ask your Flex-Kleen representative about the WR Series of welded dust 
collectors - let Flex-Kleen help you take the nuisance out of dust control in
product recovery and large bin areas.  For additional information, please call
your local representative or our sales manager at (630)875-0707.
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The WR Series...
taking the nuisance out of dust control in large bins and product recovery systems.

quipment Specifications

WRWS - 112 Shown

Ordering Information - WR Series (WRWS Model)

Model No.
Top Bag Removable

Filter Area
(Sq. Ft.)

Comp Air
Req’d

(SCFM)
L B A


